TDA-=12254 


Product parameters: 


Dimension (mm): ®13.8*4 
Operate Volt: 3°25Vp-p 
S.P.L. @10cm: 78dB 
Resonant Freq. Hz: 4800Hz 
Operate temp: -20- +70°C 


Pin Pitch: 7. 5mm 


TDA-C3812—25-C100 


Product parameters: 


Operating Volt: MAX. 10 

Rated Volt: 2.83 

Operating Frequency: 2543-5 KHZ 
SPL: MIN. 90 


Dimension: 4038.0 x H12.4 


TDA-24330 


Product parameters: 


Dimension (mm): 23. 3*11 
Rated Volt: 12VDC 

Operate Volt: 3 25VDC 
S.P.L: 85dB/30cm 


Resonant Freq. Hz: 3500+500 


Operate temp: -20' + 70°C 


Changzhou Haoxiang Electronics Co., Ltd. 
Founded in 2002, TDA is a self-registered brand in China. The 


company is currently implementing IATF16949 and 18013485 


quality management systems. By December 2022, TDA will have 4 
production factories in Changzhou, Nantong, Chongqing, and 
Qingdao. The company's Electret Condenser Microphone current 
main customers include B/S/H, Panasonic, GEA, Audi, Haier, etc. 
The company mainly produces various electroacoustic devices 
and injection molding parts, including various buzzers, car 
speakers, 5G speakers, coil speakers, microphones, etc. It has 
several independent research and development patent projects, 
among which piezoelectric speakers are used in many special 
fields due to their ultra-thin features. The products are 
mainly used in various home appliances, automobiles, security, 
medical and other industries. The company has self-supporting 
import and export rights, and Negative Ion Generator its 
products are mainly exported to Europe and North America. The 


products meet the EU RoHS and REACH standards. 


Company Name: Changzhou Haoxiang Electronics Co., Ltd. 
Web: https://www. tda-buzzer. com/ 
ADD: No. 259, Fumin Road, Lucheng Street, Changzhou Economic 
Development Zone, Jiangsu Province, China. 
Tel: 86-519-88371720 


Email : sales@tda-buzzer. com 


sales2@tda-buzzer. com 
sales3@tda-buzzer. com 


Tip: 211225 


